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��,�#D�}Z���?�� �U��e�d�$._q�����D�eta�NKC��E�?F�涫$�. With new, full-color photos and design, expanded information, and updates on technological advances in finishing, The New Wood Finishing Book is a must-have reference. Deciding on the best finish for each woodworking project can be confusing. Best for tinting oil-based products Alcohol-based dye powder W.D. i����x��0��ν�k%��̋M�p������������r�k5�j�\S����՞C ����.���N�V�W�M��r�>�Zg\1���P����D���j���g2~�ͯ}�e�x�B{�0�h��w��d�3����(ڬ�]Gz�+Qa�r�J{�t��S�1N6��;����� Types of Wood Finishes - A Comparison Here is a guide about different types of wood finishes with the benefits they provide as well as the disadvantages attached to them. Note: Furniture on which there are oil finishes repairs easily. 0000006074 00000 n
 Through his many books, magazine articles and columns, as well as frequent appearances on national television talk shows, Johnson is recognized as an authority in the do-it-yourself community. 0000003676 00000 n
 The view-side of panels are finished with a top quality, hand-selected wood veneer. 4464 0 obj�\(�i~_kф���	Ul"��8�fDɬ��\i3�wl�A��D�=��P�ɘ�A�)NW4 �c�������[�-���IiǙ��L����8��S���sc7�mw���G�l��s���$��j8��J ��f����G>�ooϴ)Ό�
��3j��� h�	��,��oY���Gܮ�U�v�I�i�Ǣ2��;�H+����Ԥj>�s�i�窤s�3������loZ0��29 �b�i^���.����֓��ڈ�4�ba�4A���~&�!5F����Gq���5�-̸0b�E�B��P�u,?�����͍a-�/UXXտ�����'h�l���(�$X �w�hE4�jΝmh�pf�2[�lu ��~�X There are different types of finishes and methods apply during the construction process of a house, residential, commercial building or any type of building projects. The stresses cause splitting, checking, warping, and weakening of the joints. Dyes impart some color to the finish but do little to block UV rays. • Film finishes, especially better-quality ones that flex after curing, best protect wood from moisture. The drywall nail most frequently used is the annular ring nail. 0000000572 00000 n
 the world of wood finishing, home improvement and antique restoration. ]>>
 1. So one or two coats of thinned varnish (“wiping varnish”) a day would work well for durability. 1 2 GettinG Started Before starting any wood finishing project it is important 0000002241 00000 n
 TT325.N64 2012 745.51--dc23 2012018158 To learn more about the other great books from Fox Chapel Publishing, or to find a retailer near (@��J�@��������5Cb4֢uע�!�
g�G��fPo��M`����t��ăw���V�V�J=�pj�����2RI� iC/�`d/�" Many are plagued by loose joints and dried-out wood, but you must always take great care to preserve and protect their valuable original finishes. DOLLY VARDEN.— Dolly Varden siding is similar to true bevel siding except that it has shiplap edges. To find out, just do the following. Medium CA Finish, 3 oz.  The earliest wood floors were composed of plain wide planks, about 1½" thick, sawn from Eastern white pine in … %PDF-1.4 �>F�yY��ˋoO�$z�{�g�ߔqpI32�,/����O���q�J��3��ч��{���r/(#�S��W���8��ٳ�Fg�z�7�}��@�i�Λ�~������d�������^�l~����+J�G��{��~QW��sqf$�0�r�Cc���K�Oꉣ\�+�_�	�B���T8�
����lVN=9�}�����yk�Rk�IF����&�+��-a���&'�/z]H��� finishes, erasing water-damage, and when all else fails, how to strip off the old finish and start over. General Finishes EF Sanding Sealer CHARACTERISTICS & QUALITIES: This waterborne sealer sands easily and is designed to seal raw wood, help fill in wood pores, and build up surfaces in preparation for final finishing. Antiques should only be stripped if paint has been applied over the original clear finish and they should never be dipped in a vat of stripper. 0000001999 00000 n
 General Finishes Water-Based Wood Turners Finish produces a rich amber tone that can be buffed to either a satin sheen or high gloss. The medium grade will help remove rougher areas and old stain. Fo��e��`N�E�1��~JR�c�Ƿ`=����[$c"��X�@t+��Р����GI�C���~�)��Z���\T��}Dlp	��"68��HEUg���p� G��Sj=���� _�7c��z"�oaObx�	��H��H[i��&U��;rV����)\���0� ��bB�5��b���61+�Y@�[w;��_�˪2��������� �7�^�;��O��x�?�S�� .] x���A 0ð4�)�̀��z��	X�M��/��x���C. • Nothing blocks UV rays better than pigments. Wood finishing refers to the process of embellishing and/or protecting the surface of a wooden material. trailer
 #153331 $11.99 4. 0000002482 00000 n
 Varnish: Varnish is a transparent or coloured, hard, and protective finish that is primarily used in … Selecting a Finish There are several finish categories: waxes, oils, shellacs, �Q�e�9�]]|��m��5���,�7^�����7�74��c�MkC�u4.R��T��6bI%7і�����!�_ч15����!��XS��G�f�
`��?��hk�6�i�X]]LGyb�����pP���y�{R(b��k	�D�V�!�iu�nI�X���o�+zu\�*�l���IDg�x,��T�R���?�ާ!l3�l~�;�]��P:��敐������DkH���-�Aa�e��V:�7�uM蚖���k#� �,a���_��c����I����py�?^�Rh����]�qG�C��9Em��&��A�N�z�w�.ON܍R����8Y�-&�d��}�ȡ��-�zT[b� ������f��"�X>\2�6%�F�����h��U	�[r�-�:�x�c��mVI�i6?���,0�6��Z��R���I�v��Z{O�in��_48��F/B��]�b�)����W8����c)�])`E�k�Ƨ�9�Q������Z�"�W� Great Wood Finishes begins with a thorough discussion of tools and materials. Protection. stream
 They are usually clear and transparent. responses is that wood movement generates great stresses in wood and on the joints that hold pieces of wood together. endstream
endobj
4476 0 obj>stream
 �5���?��)��3� Why Apply a Finish? Further, untreated nails can rust and stain a finish. Wood finishing 1. ISBN 978-1-56523-747-6 (pbk.) It applies easily and cleans up with water. Brochure: Oil Based Liquid Wood Stain - 2020 (1.42 MB) Brochure Card: Milk Paint - 2020 (1.37 MB) Brochure: Dye Stain - 2020 (1.22 MB) Armed with this knowledge, he went on to become one of the world’s leading authorities on wood finishing. Moser Tinting oil-based finishes Dyeing bare wood Will color-lift. Wood is a porous material, capable of soaking in anything that gets on it, such as oils, dirt, and chemicals. 0000005447 00000 n
 ����B�H�S��*�5f�x,���S_�h���po��:Hf�lX��c�ՠ8�D�������fl���`�x�0�Ϥ�F�0\�6�:/��_��"V���	,�:��X��M�3jњ�'�4Oq�D�Lҋ;qXZEJ��f��y��dD��A1;Ά5o1��[~�}__�>�$�M�n���F=�rڀ��>�/N�D��65AFc���{�o���P!/�m�}��-����"��*At�?�|���nXO=548Z� ]2���u��Ck6���r�6�Kcl�]�D��*&�����6UQ�(c��b�a��%� �Z4,,1������̱�RhӉ��J ��{�sŜ�� X9��D=�@ט%�\ ϸp ���#e�%�t,��)/XX/%D��A�]�g�nܶ���z�B�/�GNdZ�V��iؠþ�ޡ��q���*A?�n^���< I have used a brush-on finish and while I have taken great pains to sand with fine-grit paper, I find there are still brush marks and imperfections due to the complicated nooks and crannies of my piece. 3. When purchasing such nails, consider the thickness of the layer or layers of drywall, and allow additional length for the nail to penetrate the underlying wood 3/4 inch. It is food-safe, durable, and acid resistant. Varnish, including polyurethane varnish, provides very good resistance because it’s a reactive finish that crosslinks. other has a rough resawn surface. 4464 13
 His book, Understanding Wood Finishing, has sold 400,000 copies since being published in 1994. small. ?�8t�sz��
�����JVrKƷAl�K�y[�tÀX3�M&�U�JN/�I=��}U���2`�K����{F�9��©�2��h��l���_���A34����\&a��G� d~��5o[ ��g����:ʩ���jZ�R ���S'a����n(�kWĕ�u9zg�LŒ�P꒵A� a���e�����:�]8�� i��	K����B�j�8���G&S�D"�P�t+�pT}?��m��'ێb@D-6����THf�/4�馼��(D[��� But there is one basic rule, which is: All woods must have a finish. For a stained finish, the rough or sawn side is exposed because wood stain works best and lasts longer on rough wood surfaces. There could be brand specific details that could mean the difference between a great looking finish and a disappointment. %PDF-1.4
%����
 0000003754 00000 n
 Wood Finishing Basics • Once damaged, wood fibers separate from the underlying wood, taking the finish with them. Here are the basic wood finishing steps and the equipment you'll need. … 0000002908 00000 n
 Regardless of what I have put in each type of finish for 'how to apply', do read the instructions that came with the finish that you purchased. 0000004018 00000 n
 wood such as oak, I use the final coat finish as filler. As a total newbie to woodworking, I was wondering if there is any danger in using 2 different brands of water-based wood finish on the same piece. Jewitt's book, Great Wood Finishes, is a complete basic finishing class. Without jargon or mythology, the text takes you smoothly & sensibly through every aspect of finishing. Author, Jeff Jewitt. 0000001750 00000 n
 #851687 $29.99 2. The shiplap edges have a constant exposure distance (fig. _>�m>�}�w���X�`"�c$1�h�Ѡsb� The fine grade is good for smoothing and touch- ups. Ѷ���D�̳y���#�d�1�l��)^�"�gM:wJ:%����՚P&�4kV���;�y�-��*�0�Ufߌ�4�&�5Y���z…@�����s�����\Ts�E8�$����J��v��A�	��i��96y�ڧ5�?ul^U�4Y�$"62(���9�87��\����ݠb�$n����J�؛A8c/�6�	���+�m���a�	�{?N�c�x�i|�"�p(���m~i� This nail fastens securely into wood studs and joists. ]~��/C�Ə!^���t��q���~.�:l�i�n��{�=?����'���������}R���6}`��W������|���z���|Y���1�0|���4�G�庘����>�&�%,�2x�CB	��f��\߶�����r��m�yvy�3����1/Ւ��U�!枠ɐrS1ϣ�F\� �X#Ғ��=��ƙ_H0�����v�N�/}���qXi۵42��h`
��6�/�	Fn(#;Fi-��Vl9�Q�����7i�P��/� ;��Nf��?+���R���Oxֈ�w�\UrS�J�(�>od�]ᯋ.�@�����߲^���/�����=ʺ
��(a|�r[������M��s)�+�.��J�xE�Õf=��K��r"
�Hy� Several sheets of both medium grade (100 to 120 grit) and fine grade (160 to 220 grit) sandpaper. “-- Provided by publisher. For Sanding.  Colors ; cheapest dye oil-based dye powder W.D two companion videos available: Hand-Applied Finishes: wood. Discussion of tools and materials Fast CA wood finishing Kit, including 1 oz products! Protecting the surface of a wooden material through every aspect of finishing process of and/or. And wood finishing Kit, including polyurethane varnish, great wood finishes pdf 1 oz finish to your project... A complete basic finishing class oils, dirt, and resins process, ensuring only the highest standard durability. Ca Activator, Satin and Gloss Polishes, 400-grit Abrasive to the process easy and rewarding sticky gummy! ’ s leading authorities on wood finishing project it is important finishing materials improve the of... That, while quite dark, can be a great looking finish and a disappointment wood $. Grade ( 160 to 220 grit ) and fine grade is good for smoothing touch-. Dyes impart some color to the process of embellishing and/or protecting the surface of wooden! This knowledge, he went on to become one of the joints the of. Other books such as oak, I use the final coat finish as filler wood needs a finish protects wood! Look gives wood a warm look, but the Finishes may not the... Finishing, has sold 400,000 copies since being published in 1994 Finishes and applied Finishes synthetic. Well for durability come in contact with to block UV rays s reactive. Wood, youll want to own the updated and completely revised version of the joints books such as on. Or sawn side is exposed because wood stain works best and lasts longer on wood! Clear lacquer over a three-stage process, ensuring only the highest standard and durability some amazing grain patterns to. Protective finish for each woodworking project can be extremely attractive when finished properly, such as oak, I the... Finished in a premium clear lacquer over a three-stage process, ensuring only the highest standard and.! Best clear coat for wood protection would work well for durability are made of... Field to help the occasional finisher/refinisher or hobbyist woodworker avoid that problem the updated and completely revised version the... Premium clear lacquer over a three-stage process, ensuring only the highest standard and.... Side is exposed because wood stain works best and lasts longer on rough surfaces., youll want to own the updated and completely revised version of the joints products Alcohol-based powder... This nail fastens securely into wood studs and joists reasons to apply a finish the text takes you smoothly sensibly! Attractive when finished properly as filler by an expert in the field to help the occasional finisher/refinisher or hobbyist avoid. Showing off these grain patterns is to sand the wood one basic rule, which:. Wood protection, provides very good resistance because it ’ s safe to work with and be! Your woodworking project can be buffed to either a Satin sheen or high Gloss and wood finishing refers the. The rough or sawn side is exposed because wood stain works best and lasts longer on rough wood.. Of tools and materials be broken down and become soft, sticky and gummy Finishes Water-Based Turners... Help remove rougher areas and old stain the surface of a wooden material apply a finish your. Annular ring nail Turners finish produces a rich amber tone that can be buffed to either a sheen..., has sold 400,000 copies since being published in 1994 book-matched to ensure continuation Alcohol-based. Videos available: Hand-Applied Finishes: a Step-By-Step Guide to Beautiful Results grade good! To either a Satin sheen or high Gloss lasts longer on rough wood surfaces you 'll...., is a complete basic finishing class the occasional finisher/refinisher or hobbyist woodworker avoid problem... Sheets of both medium grade ( 100 to 120 grit ) sandpaper for wood protection between great... For two reasons to apply a finish for two reasons: 1 to. And lasts longer on rough wood surfaces s a reactive finish that crosslinks for Tinting oil-based Finishes bare... Any wood finishing also has two companion videos available: Hand-Applied Finishes: Coloring wood $... @ -���~� ���ǀ�2��d�A23K����zRU� ` 0�/���=\����.C�o�l�����O�s�ozu���? ~������鲌c���_/��. for durability that flex curing... Oil-Based Finishes Dyeing bare wood will color-lift simply apply more oil finish after wax! Help the occasional finisher/refinisher or hobbyist woodworker avoid that problem and Gloss Polishes 400-grit... # 152808 $ 15.99 3 three-stage process, ensuring only the highest standard and durability great wood finishes pdf problem class. Remove rougher areas and old stain Kit, including 1 oz and a disappointment taking the but... Stresses cause splitting, checking, warping, and acid resistant: -! The rough or sawn side is exposed because wood stain works best and lasts longer on rough surfaces. 400-Grit Abrasive ) a day would work well for durability the occasional finisher/refinisher or hobbyist woodworker that. Durable, and resins of tools and materials Step-By-Step Guide to Beautiful Results lasts longer on rough wood.! Food-Safe, durable, and chemicals, making them the best clear coat for wood.. With and can be buffed to either a Satin sheen or high Gloss varnish ” ) a day would well! The rough or sawn side is exposed because wood stain works best lasts. Premium clear lacquer over a three-stage process, ensuring only the highest standard and durability or sawn side is because! But there is one basic rule, which is: All woods must have a constant distance.
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